
IDAHO TRANSPORTATION DEPARTMENT
COMMERCIAL VEHICLE BY LANE REPORT – From2002 Permanent Weigh-In-Motion Data

District 1 - Mica Flats - US95 - .5 Mi. N. Kidd Cr. Rd.
Thursday 1 August Thru Saturday 31 August 2002

Total Commercial Traffic - All Lanes Included

Commercial Vehicle Direction of Travel

North Bound South Bound

Commercial Vehicle Type
Lane
Count

Lane
%

Average
GVW

Lane
Count

Lane
%

Average
GVW

Total
Count Type %

Average
GVW

SNGL UNIT TRK:  2 axles 1887 21.75 12801 1887 21.75 12801

SNGL UNIT TRK:  3 axles 2231 25.72 31594 2231 25.72 31594

SNGL UNIT TRK:  4 axles or more 168 1.94 53511 168 1.94 53511

TRK w/SNGL TRLR:  4 axles or less 523 6.03 24052 523 6.03 24052

TRK w/SNGL TRLR:  5 axles 1704 19.64 56774 1704 19.64 56774

TRK w/SNGL TRLR:  6 axles 530 6.11 62093 530 6.11 62093

TRK w/SNGL TRLR:  7 axles or more 1494 17.22 94963 1494 17.22 94963

TRK w/2 TRLRS:  5 axles or less 1 0.01 18600 1 0.01 18600

TRK w/2 TRLRS:  6 axles 20 0.23 60730 20 0.23 60730

TRK w/2 TRLRS:  7 axles 57 0.66 51646 57 0.66 51646

TRK w/2 TRLRS:  8 axles or more 56 0.65 77170 56 0.65 77170

TRK w/3 TRLRS:  7 axles 3 0.03 83367 3 0.03 83367

TRK w/3 TRLRS:  8 axles or more 1 0.01 88500 1 0.01 88500

Total Commercial by Lane 8675 100.00 45715 8675 100.00 45715

Total Commercial by Direction 8675 100.00 45715
                 


